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RSA Trowel On 2mm is an 

extremely durable travertine 

and random swirl scratch  

coat finish. 

Its superior adhesion and 

extended ‘hang time’ allows 

plasterers time to develop a 

seamless decorative finish  

ideal for both interior and 

exterior use. 

Features and Benefits

• Excellent adhesion to all correctly
prepared substrates

• Easy to apply, non-tacky formulation

• Tough, knock resistant surface perfect
for over coating with RSA Rapid Shield
Matt

• Superior flexibility, overcoming shrinkage
and minor cracking (commonly
associated with cement based renders)

• Durable, high integrity finish for both
interiors and exteriors

• Travertine or vertical pattern can
disguise surface irregularities that are
often associated with FC/blue board
substrates

• Extended ‘hang time’ allowing time to
develop a seamless finish

• Can be used as a single coat application
over sealed fibre cement sheeting

Suitable Substrates

When applied in accordance with the most 
recent application instructions,  
RSA Trowel On 2mm is suitable for use over 
correctly prepared substrates including:

• Acrylic and cement based renders

• Rendered bricks, blocks, Hebel, FC
sheeting and polystyrene paneling and
blocks

• Slab edge, off-form and tilt panel
concrete

• Painted acrylic based surfaces

• Primed plasterboard

RSA Trowel On 2mm

RSA Trowel On 2mm 

is an acrylic based, 

stone enhanced product 

which provides a vertical 

travertine or random 

swirl scratch coat finish.

TEXTURES

RSA Trowel On 2mm

Download TDS

Download SDS

http://rsasdev.wpengine.com/wp-content/uploads/2021/02/RSA-Trowel-On-2mm-Technical-Data-Sheet.pdf
http://rsasdev.wpengine.com/wp-content/uploads/2021/02/RSA-Trowel-On-2mm-Safety-Data-Sheet.pdf

